
HOLDER PART # 4158-4

	Specification
	Yes
	No
	Other/Specify

	  1.  Type: Hydraulically driven spinner delivery
	
	
	

	  2.  Mounting: four (4) points over rear wheels and motor
	
	
	

	  3.  Flow control valve: fitted in cab
	
	
	

	  4.  Hydraulic motors: max, delivery rate

 a. spinner: three (3) cu.in. per revolution (49.2 cu. cm per revolution)


 b. Auger: 18 cu.in. per revolution (295 cu. cm per revolution)
	
	
	

	  5.  Spinner: 18" (45.7 cm) diameter
	
	
	

	  6.  Auger: 5-3/8" (13.65 cm) diameter
	
	
	

	  7.  Chain Drive: auger #60 standard
	
	
	

	  8.  Capacity: 3/4 (.75) cubic yards (.57 cubic meters) water level
	
	
	

	  9.  Body construction: 12 gauge cold
	
	
	

	10.  Overall height: 32" (81.3 cm)
	
	
	

	11.  Overall length: 80" (203.2 cm) with spinner
	
	
	

	12.  Width: 44" (111.8 cm)
	
	
	

	13.  Crusher Screen: two(2)" (five 5 cm) square wire mesh

	
	
	

	14.  Shipping Weight: Approx 454 kg (1000 lbs)
	
	
	

	15.  Hydraulic couplers 1/2" (1.3 cm) quick disconnect
	
	
	

	16.  Options:

a: tractor hydraulic dump kit

b: electric over hydraulic delivery
	
	
	


