
HOLDER PART # 4166-FVP
	Specification
	Yes
	No
	Other/Specify

	1.  V-Plow to be 3-point hitch mounted cat 1 or 2
	
	
	

	2.  V-Plow frame to be constructed of 3/8” (0.95cm) and ½” (1.27 cm) steel
	
	
	

	3.  Designed to be a 3-in-1 snow plow, V-plow, Angle Plow and Inverted V-Plow
	
	
	

	4.  As an Angle Plow, blade width 66” (167.6 cm)
	
	
	

	5.  As a V-Plow, effective clearing width is 59” (149.9 cm)
	
	
	

	6.  As an inverted V-Plow, effective clearing width is 59” (149.9 cm)
	
	
	

	7.  Blade height 25” (63.5 cm) at front, 29” (73.7 cm) at rear
	
	
	

	8.  Four (4) cutting edges ½”(1.27 cm) x 6” (15.2 cm), replaceable
	
	
	

	9.  Front nose cutting edge to be 2” (5 cm) thick, poly, replaceable
	
	
	

	10. Two (2) 7” (17.8 cm) diameter replaceable skid shoes, adjustable by means of hand crank
	
	
	

	11.  Both halves of plow to be hydraulic angling by means of 2 3”x14” (7.6 x 35.6 cm) hydraulic cylinders.
	
	
	

	12. Centre pin to be 1-1/2” (3.8 cm) x 16” (40.6 cm) long and hardened
	
	
	

	13. Must have 4 trip edge springs, each 3” (7.62 cm) diameter by 12” (30.5 cm)
	
	
	

	14.Must have cushion valve in hydraulics to relieve pressure when encountering an obstacle
	
	
	

	15. Painted same colour as tractor
	
	
	


