
HOLDER PART # 4172-HS
	Specification
	Yes
	No
	Other/Specify

	  1.  Size: 72" (182.9 cm) width
	
	
	

	  2.  Mounting: standard category 11
	
	
	

	  3.  Hydraulically driven 
	
	
	

	  4.  Angle: 30 degrees right or left
	
	
	

	  5.  Power: Single hydraulic cylinder double acting
	
	
	

	  6.  Drive motor to be low flow (8 gpm) high torque design
	
	
	

	  7.  Motor to be driven by tractor hydraulics and to be variable flow

	
	
	

	  8.  Swing Cylinder: 2-1/2" (6.35 cm) Bore, 1-3/8" (3.49 cm) ROD
	
	
	

	  9.  Brush Frame: 2-7/8" (7.3 cm) round tube, 4" (10.2 cm) structural channel
	
	
	

	10.  Hood;  16 gauge with deflector
	
	
	

	11.  Water Section: 10" (25.4 cm) ID x 32" (81.3 cm) OD
	
	
	

	12.  Brushes: 32" (81.3 cm) diameter, 50/50 poly/wire 
	
	
	

	13.  Broom to be painted same colour as tractor
	
	
	

	14.  Optional:

I.   Sprinkler System: The water system is used in conjunction with the sweeper to assist in dust control.  The

system consists of a 12v Flojet water pump, spray bar fitted with four(4) flood jet nozzles and hoses from the water tank.

II.   Bulk water tank: the bulk water/ liquid chemical tanks

are center mounted over the tractors engine compartment.
	
	
	


