


HOLDER PART # 20291-2
	Specification
	Yes
	No
	Other/Specify

	1.  Hopper must be removable and self standing when not in use.  No tools required for removal.  Allow for installation of other attachments over engine.
	
	
	

	 2.  Hopper overall size to be 62” long, 42” high, 48” wide (157.5 L x 106.7 H x 121.9 W cm)  maximum 
	
	
	

	  3.  Hopper to have .6 yd (0.55 m) capacity 
	
	
	

	  4.  Hopper to be made of stainless steel.
	
	
	

	  5.  Hopper dump height to be 65” (165 cm) minimum with twin double acting cylinders.
	
	
	

	6.  Blower suction fan to be 6” x 22” (15.2 x 55.9 cm) driven by a hydraulic motor rated at 25 gpm.
	
	
	

	  7.  Heavy duty poly tank with 66 gallon (155 litres) capacity minimum.
	
	
	

	  8.  One spray nozzle on each front brush for dust control powered by a 12 volt 2 gpm pump.
	
	
	

	9.  One spray nozzle in pickup head for dust control powered by a 12 volt 2 gpm pump

	
	
	

	10.  Pickup head must be front mounted by a 3 point hitch and quickly removable with no tools to allow for installation of other attachments to front 3 pt arms.

	
	
	

	11.  Must have 2 gutter brooms in front of pickup head and be hydraulically adjustable from inside of cab.  Manual adjustment of toe and camber of brushes.
	
	
	

	12. Both gutter brooms to be independently adjustable with a path of 64” to 84” (162.6 to 213.4 cm).
	
	
	

	13.  Brushes to be 1 piece 32” (81.3 cm) diameter with 50/50 poly wire
	
	
	

	14.  Pickup head to ride on 6 heavy duty castors and float to follow contours of the ground

	
	
	

	15.  Pickup hose to be 7” (17.8 cm) diameter clear PVC hose with helix
	
	
	

	16. Pickup hose to rotate 360 degrees hydraulically from within cab to break up wet material in hose.
	
	
	


